FLEXIBLE PORTABLE BUND

The Roxxal Flexible Portable Bund is a collapsible containment bund — a secondary containment
solution for liquids such as fuels, oils, chemicals and other industrial fluids. The bund is lightweight,
portable, and designed for rapid deployment and storage of drums, IBCs, tanks, vehicles, mobile
fuelling equipment and more. Bunds are supplied in a range of sizes to suit different containment
capacities and custom sizes are available to suit specific application, contact us, for further
information.

No tools are required for installation - quick - connect turnbuckles and durable steel angle brackets
included. Angled bracket design minimises material strain and reduces the risk of tearing during set
up. 25cm wall height as standard.

The standard supply includes a yellow PVC carry bag with a shoulder strap for ease of transport, with
exception to RX2560, RX2570 & RX3013. Optional extras include liners (for spill capture and easier
maintenance) and ground mats (to protect the bund base from abrasion, punctures or rough
surfaces). The product is manufactured in the UK.

Applications

e Temporary or mobile spill containment (fuels, oils, chemicals)

e Bunding for drums, IBCs, tanks, small equipment etc

e Fuel/chemical transfer zones, maintenance areas, generator or plant bunding

e Temporary storage or decontamination pools, vehicle/equipment wash-down areas

Bund material
Modified 900gsm PVC-coated fabric (chemical-/hydrocarbon-resistant)
Liner (optional)

Heavy-duty PVC liner — resistant to oils, fuels, and a broad range of industrial chemicals. Easy "drop-
in" design for containment of drips/spills; reusable after cleaning.

Ground Mat (optional)

Protective underlay made from needled-pile carpet - designed to shield bund base from
rough/uneven/abrasive ground. Chemical-resistant (hydrocarbons + industrial chemicals), foldable
and easy to install.

Carry Bag

Yellow PVC bag with shoulder strap (standard supply) for transport and storage with exception to
RX2560, RX2570 & RX3013

Notes: The bund material must be compatible with hydrocarbons (fuels, oils) and a wide range of
industrial chemicals; resistance chart available to download.

Optional Accessories



PVC Liners - provide a removable inner layer for easier cleanup and containment of small spills

or drips. Useful to extend the life of the bund and reduce maintenance.

Ground/Protective Mats - recommended when bund is placed on uneven/rough ground, gravel,

concrete or abrasive surfaces to prevent damage to the base material.
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SPECIFICATION
SKU WxLxH WEIGHT | SUMP  FOLDED SIZE MATERIAL COLOUR BAG  LINER MAT
RX6060 | 60 x 60 x25CM 3.7KG 90LTR | 10x28x30CM 9ooesPr~2|5;/§:r:outed BLack | ves | rxeoeoL | Rx6060M
RXx1010 | 100 x100 x 25CM 43kG | 250LTR | 10x24x420M 9ooesPr~2|5;/§:r:outed BLack | ves | rxiotoL | Rxiotom
RX1020 | 100 x200 x 25CM 8.2KG 500LTR | 12x30x43CM 9ooespr~2|5;/§:r:outed BLack | Yes | rxio2oL | Rx1020M
RX1515 | 150 x150 x 25CM 8.4kG | s62tR | 12x28x30CM QOOGSP"QS;’S‘;?“ted BLACK | ves | RxisisL RX1515M
Rx1525 | 150x250x25CM | 11.7kG | 937LTR | 12x35x46CM oooes;hglszsciésoated BLack | ves | rxis2sL RX1525M
RXx2020 | 200x200x25cM | 11.95kG | 1000LTR | 13x37x28CM Qooeihglszsi;r%med BLack | Yes | Rrx2o2oL | Rx2020M
Rx2530 | 250x300x25cM | 182KG | 1875LTR | 16x45x40CM oooes;hglszsciésoated BLack | ves | rx2szoL | Rx2530M
RX2560 | 250 x 600 x 25CM 31KG | 3750LTR | 21x56x45CM oooes;hglszsciésoated BLack | No | rx2seoL | Rx2s60M
Rx2570 | 250 x 700 x 25CM 36kG | 4375LTR | 25x50x50CM QOOGSP"QS;’;;?"“G" BLack | No | Rrxas7oL | Rx2s570M
Rx3013 | 300x1300x25cM | 58kG | 9750LTR | 120x80%50CM 900GSM PVC-Coated BLack | No | rxzo13L | RXx3013M

Polyester







